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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

TECHENICAL NOTE NO. 879 R >

TORSIONAL STRENGTH OF ALUMINUN-ALLOY RoUND TUBING =~

.- By R, L. Moore . , .. . T T TTromemET

'.--sUMM.A;RY B et siesanha gl

An analyais has been made of existlng date on
aluminum-alloy tubing with a.wlde range of plastic prop-
erties in order .to .establish a useful empirical relation-" _
ship between tansile yield and ultidaté strengths, o T
diameter-thickness ratios, and torsional strengths within
the range of plastic buckling. The results indicate that
the upper limit of torsional strength for a yound tube is L
determined by.the shear strength of the material. - The ~ ~ '~
-ghear gtrength.of the heat-~treated wrought aluminum alloys’ -
in torsgion may be. taken conservatively at about 665 percent )
of ‘the.'tensile strength. For round tubes with diameter-
thickneegs..ratlos ranging from about I07t%_ 50 or 80 &and =~ _ =~ .
with lengths greater than about 3 diametérs, failures in -
torsion may be expected by plastic buckling at stresses
below the shear strength of the material.

INTRODUCTION L =

Although a number of investigations of the tor51ongI’ o
strength of aluminum-alloy round tubing have been made, =’ T
apparently no general method for predicting such gtrengths
within the range of plastic buckliang failures has ever T . '
been proposed. The importance of this tyve of behavigr
from the gtandpoint of aircraft design is indicated by the
fact that the torsional modulil of rupture given for . .
aluminum—-alley tubing in flgure 5-7 of reference 1 are Y
limited entirely to cases involving plastic action.

"It is generally recognized from tlé results of ‘pre- CT
vious .work (references 2 and 3) that . tarsional strengths
within the range of plastic buckling are dependént mgialy
upon ‘the yield and. ultimate strengths of the material In
shear, which give.a measure of the extent of the plastlc
range, and . upon the dlameter-thickness ratios of the tub- | ___~ T
ing. - In view of, the apnroxlmate affinlty that existp
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between the shear and tensile properties of certain alu- .
minum alloys, attempts have been made to correlate tor-

sional strengths with yield and ultimate strengths in

tension rather than with the corresponding propertles in -
gshear. Within the range of tests of any one aluminum

elloy and temper, however, there. has not been sufficient
variation in ratios of tensile yield to ultimate strength

toc show clearly the significance of this factor. As a

result, tensile strength has bPeen the only proverty in-

cluded thus far in empirical formulas for torsional’

strength.

The purpose of thig report 1s to show from an aual-
vsis of existing data on aluminum-alloy tubing with a
wide range of plastic properties that a useful empirical
relationship between tensile yield and ultimate strengths,
diameter~thickness ratios, arnd torsional strengihs within
the range of plastic buckling can be establilished,

TEST RESULTS

The experimental data used in- this analysis were ob-
tained from tests made at the Hational Bureau of Standards
(reference 2), at Wright Pield (reference 3), and at the
Aluminum Resgearch Laboratories (references 4, 5, and 6,
and unpublished data).

ANALYSIS OF RESULTS

Although thisg analysis is concerned primarily with -
the torsional strength of tubing within the range of plasg- '
tic buckling, the extent of this range necessarilly involves
gome consideration of the boundary cases of plastic shear
and elastic buckling. Three basic types of action have
been consgidered: (1) tubes that fail by plastic ylelding
without buckling, for which torsional strengths are lim-
ited by the shear strength of the material; (2) tubes that
fail by plastic buckling &8t stregses between the limits R

of plastic shear and elastic buckling, which probably in- T
clude mogt of the silzes common in aircraft conmstruction;
and (3) tubes that fail by elastic buckling, for which e

torsional strengths may be estimated by any one of several
exlsting theories. (See references 6 and 7.)
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Plastic Shear

Ultimate shear strengths in torsion may be determined
from tests of specimens with a varlety of proportions,
provided that failure occurs by plastic yielding and frac-
ture in shear, rather than by buckling. (See reference 4.)
Figure 1 shows the results of a number of tests of this
type in which diameter-thickness ratios (D/t) were varied
from 2 to 18, ZXach specimen had a reduced section of S
length equal to about 1/2 diameter (L/D = 0.5) that mini-
mized the possibility of any type of failure other than
shear fracture on a section normal to the axig of twist.

The computation of shear strengthsg from such tests
as those shown in figure 1 involves gome assumption regard-
ing the type of stressg digtribution obtained at failure.
Twqo sets of shear-gtrength values have therefore been in-
cluded; extreme-fiber stresses computed on the assumption
of elagtic action up to the point of failure, often called
moduli of failure or rupture; and‘s;resses computed on the
asgumption of & uniform stress. digstribution. . The differ-
ences Detween the two sets of valnes decrease with increas-
ing D/t ratios, ranging from a maximum of 63— percent
for a so0lid round bar haviang a D/t of 2 to approximately
10 percent for =a D/t of 10, or only 2 percent for a D/t
of 50. Although moduli of failure have been used in many
cages as & measure of shear strengths in torsion and might
also have been uged here, the assumption of a uniform dis-
tribution of shear stress is believed. to be somewhat more
consigtent with the actual behavior obtained at failure in
a ductile material and has been used throughout this anal-
ysis. The uniformity in shear strengths shown in figure 1
on the basgis of this assumption for specimens having a
wide range of D/t ratios would appear to validate this
procedurs.

The computations for modulil of failure referred %o
were made by meansg of the familiar torsion formula

Ip ,
where -
8, modulusg of failure, pounds per square; inch. -
T 'torque, inch-pounds -

T radiuvs to extreme fiber, inches
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Ip polar moment of inert'ia,.inches4

Shear stresses corresponding to & uniform distribution
were computed by means of the relationghip - to

§g = °r e (2)

21 (rq° - v5°)

where
8, uniform sheaf stress, pounds per square inch
r, outslide radius, inches
T, ingide radius, inchés

it should be pointed out.that for specimens having a D/t
ratio greater than about 10, the shear gtresses computed
by equation (2) are for all practical purposes the pame as
the mean-fiber stressses that may be obtained By equation
(L), where r wequals.the radius to-ithe mean fiber rather
than to the extreme fiber, or the . .average stresses that
‘'may be obtained by. the approximate fprmula ’

sy = =T e ()
where _ S Brrr . L i e
Sa :évefagenshéa: sﬁrésé._pounds~pérfsquare inch
b ,radius'ﬁo'mediéh fipér, inchgs.- "
t _wéll thickness, incheé

"Although the ultimats ghear strength of a material
represents the upper limit of stress that may be developed
in torsion,. the determination of this property requires a
special test. It ig convenient from the gtandpoint of a
general analysis to express shear strengthg in terms of
tengile gtrengths. FProm the data already congidered in
figure 1 and from the raties of -shear to-tenslle strength
gshown in figure 2, it 1g believed that the shear strengths
for the aluminum alloys in all but the annealed or-0 tem— -
per may be taken congervatively at about 65 percent of the
tengile strengths. . Only 2 of the 11 materialsg consitdered -
in this range indicated ratios below this value, and the
differences in these cases (61S-T and 515-T) were only 2
to 3 percent. No attempt has been made to include the
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annealed tempers in thig generalization as torsion tests
other than those to determine shear strengths have not
been made of these materials.

Although figures 1 and 2 indicate the maximum sghear
strengths to be expected in specimens designed for plastic
shear failures, the limits for this type of action involve
a congideration of both diameter-thickness ratios (D/t)
and length-diameter ratios (L/D). As is shown in figure 3,
178-T specimens with a .D/t of 10 were the only ones for
which the shear strength of the materiazal could be developed
in tubes with a variety of lengths, ranging from 0.2 to.6
timeg the diameter.. For a D/t of 14 the strength for an
L/D of 3 was about 8 percent legs than for an L/D of
0.5. For a D/t of 18 the corresponding decrease was
about 20 percent.

"The results shown for the 6187 tubing in figure 3
indicate that varistions in length ranging from about 5 to
28 diameters had no effect upon ftorsional strengtihs for
D/t ratios up to 40 and only a slight effect for ratios
as high as about 60. In no instance, however, were the
strengths obtained equal to the shear strensth of the ma-
terial, or the value determined using s 'D/t of 10. (see
fig. 2.) Increases in length beyond a few diameters, or
that length necesgsary to permit plagtic buckling feilures,
apparently have no significant effect upon torsional
strengths within this range. If the curves shown for the
618-T tubing had included L/D . ratios as low as 0.5, it
isg believed thet length effects similar to those found for
the shorit specimeng of 17S-T would also have been observed.

It is concluded from these observations that a D/t
of 10 is about the highest that. can be uged to determine
shear strengths in torsion unless restrictions are placed
upon the length of specimen used. Thisg limiting ratio of
D/t has been gelected therefore to mark the beginning of
the range of plastic buckling failures.

Plagtic Buckling .

It was demonstrated in tests made at the National
Bureau of Standards (reference 2) on 178-T tubing that an

.approximately linear relationship exists between ratios of

torgional strength to tengile strength and the reciprocal
of D/t within the plastic buckling range. Similar ob-
servations have since been made for 245-RT tudbing at Wright
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Field (reference 3) and for 81S-T tubing at this- labora-
tory.(reference 5). The significant point noted from a
comparison of thege straight-line relations for—the dif-
ferent alloys wag that the slopes varied roughly with the
extent of the plagtic range of the material, or the spread
between tengile yield and ultimate strengths. For 81§~T
tubing with a ratio of tensile yield to uvltimate gtrenzsth
of 0.89, the slope was consideradbly flatter than for 17s-7T
tubing, with a ratio of tengile yield to-ultimate strength
of 0.72. This obvservatlioh suggested the mogeibility of
establishing a relationship between slovesg and ratiog of
tensile yield to uwltimate stresmgth that could be used as

a basis for nredicting torsional streugths.

- Pigures 4 and 5 gshow to what extent—linear relation-
ships may be obtained in the range of plastic buckling by
plotting ratios of torsional strength to tensile gstrength
againgt—ths reciprocal of D/t. Data from elght—different
series of tosts of aluminumwglloy tublng have been nged.
The average tensile yield and uitimate gtrengths indicated
are typical for commercial tubing. - Ratios of-tensile yield
to ultimate strength ranged from 0.681 to G.88, values of
D/t ranged from about 10 to 50, and valués of .L/D ranged
from about 4 to B&. Differerices in slope, wxich are the
results -of principal interest, are 1ndicated by the values
of K shown. No atftempt has been made to ineclude detailed
information on L/D ‘ratios as '1t.was guite evident that
thisg factor had little bearing upon tor51onal strengths
within the range of plastic buckling.

Figure 6 shows the relationship between slopes (values
of K from figs. 4 and 5) and ratios of tensile yield to
ultimate strength. Two fairly definléte ranges of action
seam to be indicated: one for tensile yield-ultimate
strength .ratios from about 0.5 to 0.75, for which X re~
meing fairly constant; the other for tensile yleld~-ultimate
strength ratios greater than 0.8 for which there 41ig a marked
decreage in X for increasing strength ratios. The curve
for ratios greater than 0.8 has been extrapolated to X = 0
for a tensile yield-ultimate strength ratlo of unlty, which
would geem to Pe an approximate 1im1t for a materlsl having
no pvlagtic range.

If the curve in figure 6 1s accepted ag indicating a
satisfactory relationghip between X and ratlos of tensglle
yield to ultimate ptrength, a generel sxpression may be
written for torsional strength that recognizes, to some
degree at least, the significance of the plagtic range of
e material. Such an expregsion hag been written as
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T = 0[0.65 - ¥(0.10 - %)} (4)
where
T torsional strength based on a uniform distribution
of shear stress (not to exceed 0.650), pounds per
square inch R
o tensile strength, pounds per sqguare inch
X factor from figure 6, depending upon ratio of tensile
yield to ultimate sitrength - :
D outside diameter, inches

Thig formula was derived simply as the equation for &
series of straight lines of varying slope K +that have a
common origin at the point t/D = 0.1 anéd Tﬁ3 = 0.485,
the agsumed junction of the ranges of plastic buckling
and plastic shear. :

Figures 7 and 8 show the same torsional strengths as

.thoge used in figures 4 and 5, plotted in a somewhat more

conventional manner againsgt ratios of D/t. Computed
curves for plastic buckling obtained by means of equation
(4) and by the curve in figure 6 have also been included
for comparison. The close agreement in most cases is be-
lieved to demonstrate the general applicability of the
method of predicting torsional strengths. Although the
computed curves shown for several of the alloys are sub-
stantially the same as have been derived separately befors,
by use of the method of plotting shown in figures 4 and 5,
equation (4) differs from other empirical expressions that
have been proposed in that it takes into account differ-
ences in the plastic properties of materials, which clearly
have a significant bearing upon_torsionai strengths. In
the case of the 61§-T tubing with a ratio of tensile yield
to ultimate strength of C.89, the computed torsional strength
for a D/t of 50 1s only about 22 percent less than for =
D/t of 10. 1In the case of the 51S-W tubing, however, with
a ratio of tensile yield to ultimate strength of O0.61, the
corresponding decrease in torsional strengths is about 50
percent.

Figure 9 gives & comparison between torsional strengths
computed by the method proposed here for 24S-RT, 245-T, and
178-T tubing with specified minimum properties, and torsion-
al moduli of rupture for the same material as given in fig-
ure 5-7 of reference 1. The agreement between the torsional
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strengths indicated by the two sets of curves for values
of D/t from about 10 to 30 ig actually closer than
shown, as the values given in reference 1 are expregsed

in terms of extreme~fiber stresses; whereas those computed
by the proposed method are baged upon the assumption of a
"uniférm digtribution of. shear streags at failure. Figure 1,
previously considered, indicates the influence of method
of stress computation upon the dnterprstation of tests of
this type. For D/t  ratios greater than.30, on the other
hand, the differences between torsional strengths are ac-
tually greatsr than those indicated in figure 9, although
the amount is not significant, ranglng from about 3 per-
cent for a D/t of 30 to 2 percent for a D/t of BO.

It will be noted that for D/t ratioce legs than 11, cov-
ering the range of plagtic shear failures, the curves
ghown in reference 1 indicate uniform torsional strengths.
Such a result is obviously not consistent with the compu-~
tation of torsionsl gtrengths as extreme-fiber agiregses

ag implied and guggests that a uniform dlstribution of
stresg must have been assumed.

The curves for torsional strength (reference 1) shown
in figure 9 were apparently obtained by substituting spec-
ified minimum values of tengile strength in experimentally
derived formulag without regard to tensile yield-ultimate
strength ratios. Although the curves computed by the
'method proposed here for plastic buckling admittedly do
not indicate appreciably different values of torsional
strength . for the alloys considered, the need for rccognis-
ing ratios of tensile yield to ultimate strengths is be-
lieved to be none the less important.

Elastic -Buckling -

The range.of elastlc.buckling 1s of interest in this
‘investigation only -as it ‘limitg the asppolicability of the
proposed formula for plastic buckling. The transition be-
tween the ranges of plastic and elastic buckling is less
easily ‘defined than that between the ranges of plastic
buckling and plastic shear, since .1/D ratios as well as
D/t ratios become involved. As has been previously shown,
the upper limit for plastic buckling ig the shear strength
of the material, which apperently may be developed in’
tubes having D/t ratios of about 10 regardléss of length.
It hag 2lso been demonstrated that except in the case of
very short tubes, with L/D ratios less than about 3,
length does not have a significant bearing upon torsional
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strengths for D/t ratios as high as 50 or 60. TFor
larger D/t ratios, however, buckling may occur at
stresseg within the elagtic range and the length factor
becomes involved. A family of curves, one for each value
of L/D, 1is then necessary to show the variation in tor-
sional strength with D/t; whereas, in the plastic range,
single curves such as those shown in figures 7 and 8 are
sufficient.

The computed curves for plastic buckling in figures
7 and 8 were stopped at a D/t of 50, ag this limit cov-
ered the range of tests considered. It was not intended,
however, that this ratio should mark the end of the plasgtic
buckling raenge, which 1s presumably reached for a particu-
lar casge when the torsional strength computed by the pro-,
posed method for plastic buckling exceeds that indicated
by one of the exigting theories for elastic buckling. (see
references 6 and 7.) The reasonableness of thig procedure
as a prectical expedient for covering the entire range of
torsion failures, both elastic and plasgtic, 1s supported
by the experimental data and comouted curves shown 1In fig-
ure 10. Although the agreement between the test and theo-
retical values (based on analysis by R. G. Sturm, gummarized
in reference 6) of torsional strength in the elagtic range
ig not particularly good in gome cases, the influence of
L/D and the need for a family of curves to describe vari-
ationg i1n torsional strength with D/t ig clearly indicated.

CONCLUSIONS

The foregoing analysls of test results from various
gsources on material representative of commercial production
ig believed to justify the following conclusions regarding
the torsional strength of wrought aluminum-alloy round )
tubing:

1., The ‘upper limit of torsional strength for a round
tube is determined by the shear strength of the material.,
Specimens for the determination of this property may have
a varlety of proportions, provided that failure occurs by
plastic yielding or fracture in gshear without buckling.
Unless restrictions are placed upon the length of the spec-
imen used for this purpose, however, diameter-thickness
ratios should not exceed about 10. '

2. The shear strength of the heat~-treated wrought
aluminum alloys in torsgion may be taken conservatively at
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about 85 percent of the tensile strength. Thig value ig
based upon the assumption of a uniform digtribution of
shear stress at failure, -whié¢h seems to be a reasonabdble
procedure in the cage of ductlile materialg of the kind
congidered.

3. For round tubesg having dlameter-thickness rativs
ranging from about 10 to 50 or 60 and lengths greater than
about 3 dismeters, failures in torsion may be expected by
plastic buckling at stresses below the shear strength of
the material. Torsional strengths within this range may
be predicted by meang of the empirical formula:

r
T = oLo.ss - X(0.10 - E)] (4)

where D

T torsional gtrength based on & uniform digtribution of
shear stress (not to exceed 0.655), pounds per
square .inch

(s) tengile gtrength, pounds per square inch

4 factor based upon ratio of tensile yield to ultimate’
strength, given in figure 6

t wall thickness, inches

D outgide diameter, inches

4, The sasgreement ghown in figures 7 and 8 between
torsional strengths obtalned in tests of aluminum-alloy
round tubing at geverel different laborastories and the
corresponding .strengths computed by means of equation (4) .
is believed to establish this equation ag & reasonably ~
satigfactory method of predicting torsional sgtrengths.

The inclusion of the ratic of tensile yield to ultimate
gtrength as & significant factor makes the method appli-
cable to alloys having a considerable range of vlasgtic
properties.

5, Although plastic buckling failures may be expected
in aluminum-alloy round tubes with diameter-thickness
ratios as high as 50 or 60 without regard to length éffects,
the limit of applicability of equation (4) for plastic buck-
ling is presumably reached when torsional strengths go com-
puted exceed theorstical values for elastic buckling.

Alumlinum Research laboratories, . o .
Aluminum Company of America,
New Kensington, Pa., September 15, 1942,

|
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Values of X for empirical equation

7= o [0.65 - K (0.10 - §)]

where 7" = oreional atrength sl
Ynot to exceed .650;),
o = tenaile strength, psai,
t = wall thickmess, in.,
and D = outeide diemster, in.
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VORSIONAL STRENGTH, pai
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e Computed by proposed method

———— From Fig. 5-7, ANC-5, 1940
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TORSIONAL STRENGTH, psi
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TORSIONAL STRENGTH, psi
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